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NOTE:
1. TESTING CONDITIONS: :8:%
1.1, INSULATION RESISTANCE: 5MQ) AS
1.2 VOLTAGE: DC300V/0.01S vBUS 158K 1
1.3. CONDUCTOR RESISTANCE 30 SECTION: A-A L 100
2. REAL MACHINE USE DATA: L GND -
2.1. DATA READING SPEED: 400MB/S(3.1Gbps) MIN. Shel |- Shell
2.2. CURRENT: 3A MAX.
93 VOLTAGE: 5V VBUS=A4-A9-B4-B9
3. ALL COMPONENTS ARE RoHS/REACH COMPLIANT. GND=A1-A12-B1-B12-SHELL
@ =3 |UNT mm [TITLE
51 AR |OVER MOLDING: PVC, 45P, BLACK SCALE _ |NONE USB3.0 CM-AM 1.0M
SHEET 1
4 AR INNER MOLDING PE D:#ENSIONAL:;LERANGES CUS CODE ENG DATE
3| 1 |USB3.0 A TYPE MALE: GOLD PLATED CONTACTS, NICKEL PLATED SHELL, BLUE INSULATION PLESSOERISENOTS)  GEAR
2 | 1 |USB3.0 C TYPE MALE: GOLD PLATED CONTACTS, NICKEL PLATED SHELL, BLACK INSULATION P P CRERCKED [DATE
1| 1 [USB3.0 CABLE: (32AWG*1P-+Ae)*2+32AWG*1P+26AWGH1C+24AWG* 1C+AeB XX [ANGLES T [P
(65%AL-Mg), BLACK PVC JACKET, 0D=4.240.3mm NN — AR DRI
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